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Multipurpose small table
with HLP top

Tables with HLP top. Bases in painted steel or
stainless steel. Caps made of technopolymer.
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MATERIALS
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TABLE STRUCTURE
Steel rod: d. 12 mm. Polypropylene glides for floor protection.
Steel column: tubular d. 60 mm mounted on round flat base.

TABLE

HPL: 12 mm thick high-pressure compact laminate. Composed of layers of recycled kraft paper or wood fibre (70%), impregnated with phenolic

resin (30%). FSC certified.
PACKING

Double-wave corrugated cardboard boxes. PEFC and FSC Certifications.

TYPES

Hexagonal HPL top

With slanted edge \\/K
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COLORS

Painted steel rod frame

Round flat painted steel
base

HPL top

White
RAL 9003

) Copper green

O

Painted steel rod frame (images and colour references are indicative)

White Green
RAL 9003 PANTONE 447 U

O

Round base and steel column (images and colors are indicative)

Black
RAL 9005

Black
RAL 9005

White Black Satin stainless steel
RAL 9010 RAL 9005
HEXAGONAL HPL TOP
25 Hexagonal HPL top L.50

Only for rod frame h.50
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35 Hexagonal HPL top L.70
Only for rod frame h.45 and
round flat base h.38-72-107
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HEXAGONAL HPL TOP
24 Hexagonal HPL top L.88
Only for rod frame h.40 and
N round flat base h.38-72-107
88 l

PAINTED STEEL ROD FRAME

ROUND FLAT STEEL BASE

Rod frame h.50
Only for hexagonal top L.50

Rod frame h.45
Only for hexagonal top L.70

Rod frame h.40
Only for hexagonal top L.88
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Round flat base h.38
Only for hexagonal tops L.70
and L.88

Round flat base h.72
Only for hexagonal tops L.70
and L.88

Round flat base h.107
Only for hexagonal tops L.70
and L.88




